
Incubators
cooled

Factory Fitted Options
Ordering Procedure

1)   Specify catalogue number of option(s) 
required to be factory fitted

2)  Place your order in the usual manner

The prices given include fitting. Should you have 
any queries please contact Customer Service.

ATTENTION
FACTORY FITTED OPTIONS MUST BE 
SPECIFIED AT THE TIME OF ORDERING THE 
MAIN UNIT

Incubators, cooled, ICP Series
Continuation

Accessories  
Catalogue No Legacy No Alt. No Description

11564126 - V3 Temperature profile write/read device for PC for 
storing and reading temperature ramps on the chip 
card

11564136 - V1 Oven linked authorisation card (user ID-card) 
preventing manipulation by third parties

Shelves, perforated  
Catalogue No Legacy No Description

11599975 - For 53L units

11509985 - For 108L units

11519985 - For 256L units

11529985 - For 416L units

11539985 - For 749L units

Catalogue No Legacy No Alt. No Capacity, L

10728391 - ICP400 53

10212821 - ICP500 108

10018950 - ICP600 256

10364751 - ICP700 416

10212871 - ICP800 749

Factory Fitted Options - see side panel for ordering procedure  
Catalogue No Legacy No Description

10571450 - Flexible Pt100 for positioning in chamber or in load with socket, 4 pin, 
for external temperature recording, load temp

15134642 - Potential free contact (24V/2A) with socket, 3 pin, for external 
temperature recording

11986578 - Potential free contact for combined fault message (e.g., supply failure, 
sensor fault, fuse)

10217984 - Floating triple contact, for signal generation, controlled by programme 
segment (using PC), for a total of three freely selected functions to be 
activated (e.g., activation of audible and visual signals, exhaust motors, 
fans, stirrers etc.)

10404533 - OQ check list including temperature distribution survey to DIN 12 880 
for nine measuring points with works test data for incubator as support 
for validation by customer

11921469 - Entry port (left centre top)

10234238 - Entry port (right centre top)

13538320 - Interior lighting programme segment dependent

11758907 - IQ check list with works test data for humidity chamber as support for 
validation by customer

11921449 - OQ check list including one free-selectable temperature distribution 
survey to DIN 12880 for 9 measuring points with works test data for 
humidity as support for validation by customer

A works calibration certificate at 37°C is also available, please enquire.

Trays, non-perforated  
Catalogue No Legacy No Alt. No Description

11579985 - E2-400 For 53L units

11589985 - E2-500 For 108L units

11599985 - E2-600 For 256L units

11509995 - E2-700 For 416L units

11519995 - E2-800 For 749L units




